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Mr.Steam strongly recommends the use of a condensation
pan in the unlikely event of a plumbing leak.

Locate the condensation pan on a solid level surface and
place the steam generator inside the condensation pan.
Insure the steam generator is level.

All plumbing shall be performed by a qualified licensed
plumber and in accordance with applicable national
and local codes. Check local plumbing code for receptor,
trap and vent requirements. Condensation pans drain by
gravity.The condensation pan is equipped with an integral
3⁄4" NPT fitting.

mr.steam® Technical Specifications

Condensation Pan 103867 & 104402

MODEL PROJECT INFORMATION

��103867

�� 104402

Notes:

Location:

Architect:

Engineer:

Contractor:

Submitted By:

Date:

NOTE: For MX4E, MX5E and MX6E
use model 104402

1.5”

25”

9”
103867

104402

FOR ILLUSTRATIVE PURPOSES ONLY. IMPORTANT NOTE: FOR SAFE AND TROUBLE FREE INSTALLATION visit mrsteam.com
before installation to download the Installation, Operation and Maintenance Manual or refer to the manual provided with the unit.
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AutoFlush Shown Fully Assembled

Drain Valve
DO NOT TURN OR REMOVE THE DRAIN VALVE

(shown in the correct open position)

Steam Generator

Nipple
(1" NPT x 31⁄2
not supplied)

Plumb to
Drain Line

AutoFlush Valve

Box Contents
• AutoFlush Valve with Cord
• Installation instructions

Operation
The optional AutoFlush System
feature automatically drains the
MrSteam system following each
use. A time delay allows the
water to cool down (about two
hours) before it drains by gravity
for a safe and gentle operation.

Note: If the Express Steam®

option has been installed, the
AutoFlush will drain for ten
minutes then refill with fresh
water to begin the pre-heat cycle.

Our exclusive AutoFlush automatically and electronically drains the system,
providing CleanSteam... Every Time® and introduces fresh water.

TS0011 REV 9.19

MODEL PROJECT INFORMATION

MS 81500E

Notes:

Location:

Architect:

Engineer:

Contractor:

Submitted By:

Date:

FOR ILLUSTRATIVE PURPOSES ONLY. IMPORTANT NOTE: FOR SAFE AND TROUBLE FREE INSTALLATION visit mrsteam.com
before installation to download the Installation, Operation and Maintenance Manual or refer to the manual provided with the unit.


	Tech Spec 104531MS
	TS 1 Pan TS
	TS 2 MS AutoFlush TS

